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NOTES: EXISTING STRUCTURES TABLE:

1. PROPERTY INFORMATION IS APPROXIMATE, PER MONUMENTS FOUND, RECORD PLANS AND TOWN OF AMHERST ASSESSORS MAPS. THE CONTRACTOR SHALL PROTECT EXISTING PROPERTY LINES AND MONUMENTS. ANY
DISTURBED OR DESTROYED PINS OR BOUNDS, AS JUDGED BY THE TOWN ENGINEER OR OWNERS, SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE UNDER THE SUPERVISION OF A MASS. LICENSED SURVEYOR.

2. HORIZONTAL AND VERTICAL CONTROL ESTABLISHED BY THE TOWN OF AMHERST ENGINEERING DEPARTMENT, NOVENBER, 2006. CONTACT THE TOWN ENGINEERING DEPARTMENT FOR INFORMATION, 413—-259-3152.

3. THE LOCATION OF ANY UNDERGROUND UTILITIES SHOWN WAS DERIVED FROM FIELD SURVEY, LOCATION OF EXISTING SURFACE STRUCTURES, AND FROM PLANS RECORD. ALL LOCATIONS ARE APPROXIMATE ONLY. THIS
l:L.ONAN DOEC%ONNOT NECESSARILY INDICATE ALL UNDERGROUND UTILITIES WITHIN THE PROJECT AREA. THE CONTRACTOR SHALL USE ALL MEANS AVAILABLE TO LOCA'I'E) EXISTING UNDERGROUND UTILITIES LINES BEFORE BEGINNING
4. THE CONTRACTOR SHALL TAKE CARE TO PREVENT DAMAGE TO EXISTING UTILITIES. DAMAGED UTILITIES SHALL BE IMMEDIATELY REPAIRED AT THE CONTRACTORS EXPENSE.

5. THE CONTRACTOR SHALL MAINTAIN TRAFFIC ON EAST PLEASANT AND SURROUNDING STREETS DURING CONSTRUCTION, IN ACCORDANCE WITH THE TOWN OF AMHERST DEPARTMENT OF PUBLIC WORKS AND POLICE
DEPARTMENT REQUIREMENTS AS WELL AS THE MASSACHUSETTS MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES.

6. THE CONTRACTOR SHALL MAINTAIN ACCESS TO ALL EXISTING RESIDENTIAL AND COMMERCIAL PROPERTIES THROUGHOUT THE CONSTRUCTION.

7. ALL MATERIALS AND CONSTRUCTION METHODS SHALL CONFORM THE THE TOWN OF AMHERST CONSTRUCTION STANDARDS AND THE MASSACHUSETTS HIGHWAY DEPARTMENT.
8. ALL REMOVED OR UNUSED GRANITE CURBING AND GRANITE COBBLE SHALL BE DELIVERED TO THE TOWN OF AMHERST DPW YARD AT 586 SOUTH PLEASANT STREET OR A PLACE AS DIRECTED BY THE TOWN ENGINEER.

9. THE CONTRACTOR SHALL VERIFY ALL LAYOUT, DIMENSIONS, RIM ELEVATIONS, GRADES AND INVERTS PRIOR TO CONSTRUCTION; REPORT ANY AND ALL DISCREPANCIES TO THE TOWN ENGINEER. ALL NEW OR ADJSTED
MANHOLES, GAS GATES, WATER GATES AND WATER SERVICES TO BE FLUSH WITH FINISHED GRADE. ALL NEW OR ADJUSTED CATCH BASIN RIMS SHALL BE SET 1/2" BELOW FINISHED GRADE.

10. ALL DISTURBED AREAS NOT TO BE PAVED SHALL RECEIVE LOAM, FERTILIZER, LIME, AND SEEDED.

11. ALL NEW SIDEWALKS AND SURFACES TO MEET EXISTING WALKS AND SURFACES WITH SMOOTH, CONTINUOUS LINE AND GRADE. SIDEWALK, HANDICAPPED RAMPS, AND CROSSWALKS SHALL SHALL MEET CONFORM TO THE AAB
AND ADA REQUIREMENTS. SIDEWALK CROSS SLOPE IS 1.5% MIN., 2.0% MAX. MAXIMUM SLOPE IN ANY DIRECTION SHALL BE 5.0%.




